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13 j ^0 \ ' ' 1 ■ (Twice Amended) A frangible bullet 96mprising [predominantly] at least 60 

percent by weight coppeMor a copper alloy powder] arfd manufactured by pressing [said] a 

copper-containing powder in a die and subsequently sintering it under conditions so as to 

A 



produce a bullet capable of fragmenting upon impact with a target. 




3. (Amended) The bullet of clain/ 1 wherein the powder further comprises an 



oxide additive. 




33 ffl 
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- - 9. (Amended) The bullet of clai/h 1 wherein the powder further comprises a 
solid lubricant additive. 



13. (Amended) The bullet of claim 1 wherein the powder further comprises a 



nitride additive. 





J - - 15. (Amended) The bullet /of claim 1 wherein the powder further comprises an 
oxide additive and a solid lubricant additiv^. 



BO 




17. (Amended) The bullet of 



laim 1 wherein the powder further comprises a 
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carbid 



? additive. 




/ - - 19. (Amended) The bullet jbf claim 1 wherein the powder further comprises a 
boride additive. 




' I - - 26. (Twice Amended) A jftiethod of making a frangible bullet which comprises 

pressing a [predominantly copper or coppefr alloy] powder containing at least 60 percent by 
weight copper in a die and subsequently sintering it under conditions so as to produce a bullet 
capable of fragmenting upon impact with a target. 



- - 35. (Twice Amended) A [predominantly copper or copper alloy] powder 
useful for manufacturing a frangible item by pressing in a die and subsequently sintering , said 
powder comprising at least 60 percent by weight copper [powder or a copper alloy powder] and 
an additive selected from the group consisting of an oxide, a solid lubricant, a nitride, a carbide, a 
boride, and combinations thereof. 



- -,49. (Amended) A powder of claim 35, wherein the [copper] powder [is blended 



with] further contains from 5 to 40 percent by weight of zinc powder. 
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- -$0. (Amended) A powder of claim^, wherein the [copper] powder [is blended 
with] further contains from 2 to 20 percent by weight of tin powder. 

- - $¥• (Amended) A powder of claim 3o, wherein the powder comprises a copper 
alloy [powder comprises] comprised of from 5 to 40 percent by weight of zinc [powder]. 

- - S2^ (Amended) A powder of claim wherein the powder comprises a copper 
alloy [powder comprises] comprised of from 2 to 20 percent by weight of tin [powder]. 



REMARKS 

The claims are 1-52. By entry of the requested amendments, claims 1, 3, 9, 13, 15, 17, 
19, 26, 35 and 49-52 are amended to more clearly and particularly define Applicants' invention. 
No claim has been canceled or added by the requested amendments. Entry of the amendments is 
earnestly solicited. 

In the requested amendments, the claims are amended to specifically recite that the 
claimed bullet, method of making a bullet, and powder useful for manufacturing a bullet 
comprise "at least 60 percent by weight" copper. This feature is disclosed, inter alia, by original 



